The WFCO 8930/50 Series of power
distribution panels are incased in a
5VA UL approved plastic chassis.

The 8930/50 series has 15 available AC circuits with
quick connects for ease of installation. This allows for
quick prep on the production line. The 8930/50 can be
coupled with any of the WF-9800 switch mode con-
verters with 55, 65 or 75 amp, allowing the engineers
more flexibility in designing the products.

The WFCO 8930/50 Series distribution center
comes with the WFCO Two Year Limited Product
Warranty. WFCO...the new name in
converters/chargers...and inverters.

The WFCO 8930/50 Series distribution panel
has many features desired by the OEM and retail
customers. The 8930/50 Series has been tested by
the Underwriters Laboratories to meet both the
US and Canadian standards for distribution cen-
ters. Our 9800 converters used with the 8930/50
comply with FCC Class B. Class B assures quiet
operation and non-interference with other
appliances.

Nominal 13.6 Vdc ouput voltage of the switch mode
“ converter is easier on the electronics,
s and other appliances. There is no need for

. NEW WORLD OF POWER IDEAS.

Colors available:
brown and black

8930/50 Series Power Distribution Panel

The all new WF-8930/50 Series distribution panel gives
flexibility and added value when selecting the power
center for Travel Trailers, 5th Wheels and motorized

products. The 8930/50 Series is a 120 Vac

(30 amp or 50 amp w/main + 3 breaker stabs on each
hot side) and 12 Vdc distribution center (15 DC

circuits) and can be used with a WF-9800, 55, 65 or 75
amp 3 stage switch mode converter/chargers.

WEFCO...the new name in converters!

All models are UL, cUL approved and FCC Class B compliant.
Two-Year Limited Product Warranty

Distributed by CHENG USA INC.

2021 Aeroplex Drive North
Elkhart, IN 46514

Phone: (574) 294-8997

Fax: (574) 294-8698

www.wfcoelectronics.com




WF - 8930/50 Distribution Panel

Model Number WF-8930/50

AC Sarvice J0A or S0A

AC Breakers Main + 3 Breaker stabs for each hot side
DC Circuits 15

Fuse LED Indicators Yas

Door Assembly Window Yes

Installation:

Can be used with WF-9855, 9865, and 9875 Converters

T-30 and T-57 Transfer Switches
Case Material Plastic (NP brown and NP/B black)
Dimansions 13.75" (W) % 9.5" (H) x 4" (D)
Weight 3.5 Ibs.

Complies with FCC Yes

Specifications are subject to change without notice or obligation,
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